
Wilcom

            Model PS-4101 Central Office
xDSL POTS Splitter Shelf

Features and
        Benefit s

ÖÖÖÖÖ     Compliant S tandards
ANSI T1.413-1998, Annex E; ITU-T  G.992.1 (G.DMT),
G.992.2 (G.LITE), Annex E.2 Type 2 (North America),
G.992.3 (ADSL2),  G.992.5 (ADSL2+), G.993.2 (VDSL2)
FCC part 68, and NEBS Level 3.

Ö     Ö     Ö     Ö     Ö     xDSL and POTS Coexist
The PS-4101 provides standard POTS service in

concert with xDSL technology by blocking high-
frequency xDSL energy from interfering with
POTS equipment.

Ö    Ö    Ö    Ö    Ö     Life-Line POTS
The PS-4101 xDSL POTS Splitter is a passive

device which will maintain Life-Line POTS with
no external power or the splitter cards removed.

ÖÖÖÖÖ     Utilizes Existing Copper Plant
xDSL works over existing non-loaded copper loops.

ÖÖÖÖÖ     1 EIA Rack Unit
The PS-4101 is 1 EIA rack unit tall ( 1.75”) which

provides up to 48 ports for compact installations.

Ö     Ö     Ö     Ö     Ö     Wide Spectrum of Operation
The PS-4101 shelf is ADSL2+ and VDSL2

compliant, making it an excellent xDSL splitter

for triple-play delivery and future versions of DSL.

ÖÖÖÖÖ     Crosst alk Performance
The PS-4101 delivers exceptional power-sum
and port-to-port crosstalk isolation for

maximum data rates.

Ö     Ö     Ö     Ö     Ö     Modular  Approach
The PS-4101 shelf provides 2 slots that
can be equipped with one splitter card for
24 ports or two splitter cards for 48 ports.

Ö     Ö     Ö     Ö     Ö     Environment ally  Hardened
The PS-4101 is designed for Central Office
or remote cabinet applications with NEBS
certification and a wide operating

temperature range of -40 to 70oC.



Wilcom
P.O. Box 508, Laconia, New Hampshire  03247

Tel: 603-524-2622 / 800-222-1898 • Fax: 603-524-3735
www.wilcominc.com

Technical S pecification

Specification and prices subject to change without notice
05/08 813-195-007
ISO - 9001:2000 Registered

Ordering Information

Product Part Number

Shelf

Model PS-4101    30410110
(1U shelf holds two Splitter Cards)

ADSL2+ Splitter Cards

PS-4100-01    30410060
DC Blocking & Signature

PS-4100-02    30410010
DC Blocking & No Signature

PS-4100-03    30410040
No DC Blocking & Signature

PS-4100-04    30410030
No DC Blocking & No Signature

VDSL2 Splitter Cards

PS-6900-02    30690010
With DC Blocking

PS-6900-04    30690030
No DC Blocking

PS-6900-05    30690050
No DC Blocking & No Surge Protection

Warranty

The Wilcom PS-4101 Central Office POTS Splitter is
warranted against failure for a period of three years.
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